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Environmental Protection Agency § 63.4321 

COMPLIANCE REQUIREMENTS FOR THE 
COMPLIANT MATERIAL OPTION 

§ 63.4320 By what date must I conduct 
the initial compliance demonstra-
tion? 

You must complete the compliance 
demonstration for the initial compli-
ance period according to the require-
ments in § 63.4321. The initial compli-
ance period begins on the applicable 
compliance date specified in § 63.4283 
and ends on the last day of the first 
full month after the compliance date. 
The initial compliance demonstration 
includes the calculations according to 
§ 63.4321 and supporting documentation 
showing that, during the initial com-
pliance period, the organic HAP con-
tent of each coating and printing mate-
rial you applied and the mass fraction 
of organic HAP in each slashing, dye-
ing, and finishing material you applied 
did not exceed the applicable limit in 
Table 1 to this subpart, and docu-
mentation that in web coating/printing 
operations you applied only thinners 
and cleaners that contained no organic 
HAP as defined in § 63.4371. 

§ 63.4321 How do I demonstrate initial 
compliance with the emission limi-
tations? 

(a) You may use the compliant mate-
rial option for any individual web coat-
ing/printing operation, for any group of 
web coating/printing operations in the 
affected source, or for all the web coat-
ing/printing operations in the affected 
source. You must use either the emis-
sion rate without add-on controls op-
tion, the emission rate with add-on 
controls option, the organic HAP over-
all control efficiency option, or the ox-
idizer outlet organic HAP concentra-
tion option for any web coating/print-
ing operation(s) in the affected source 
for which you do not use this option. 
For a web coating/printing affected 
source to demonstrate initial compli-
ance using the compliant material op-
tion, the web coating/printing oper-
ation or group of web coating/printing 
operations must apply no coating or 
printing material with an organic HAP 
content that exceeds the applicable 
emission limit in Table 1 to this sub-
part and must apply only thinning or 

cleaning material that contains no or-
ganic HAP, as defined in § 63.4371. 

(b) You must use the compliant ma-
terial option for each slashing affected 
source, as required in Table 1 to this 
subpart. For a slashing affected source 
to demonstrate initial compliance 
using the compliant material option, 
the slashing operation or group of 
slashing operations must apply only 
slashing material with no organic HAP 
as defined in § 63.4371. 

(c) You may use the compliant mate-
rial option for any individual dyeing/ 
finishing operation, for any group of 
dyeing/finishing operations in the af-
fected source, or for all the dyeing/fin-
ishing operations in the affected 
source. You must use either the emis-
sion rate without add-on controls op-
tion or the emission rate with add-on 
controls option for any dyeing/fin-
ishing operations in the affected source 
for which you do not use this option. 
You may not use the compliant mate-
rial option for any dyeing/finishing op-
eration in a dyeing/finishing affected 
source for which you use the equiva-
lent emission rate option. For a dyeing/ 
finishing affected source to dem-
onstrate initial compliance using the 
compliant material option, the dyeing/ 
finishing operation or group of dyeing/ 
finishing operations must apply no 
dyeing or finishing material with a 
mass fraction of organic HAP that ex-
ceeds the applicable emission limit in 
Table 1 to this subpart. 

(d) Any web coating/printing oper-
ation, slashing operation, or dyeing/fin-
ishing operation for which you use the 
compliant material option is not re-
quired to meet the operating limits or 
work practice standards required in 
§§ 63.4292 and 63.4293, respectively. 

(e) To demonstrate initial compli-
ance with the emission limitations 
using the compliant material option, 
you must meet all the requirements of 
this section for any web coating/print-
ing operation, slashing operation, or 
dyeing/finishing operation using this 
option. Use the applicable procedures 
in this section on each regulated mate-
rial in the condition it is in when it is 
received from its manufacturer or sup-
plier and prior to any alteration. You 
do not need to redetermine the organic 
HAP content of regulated materials 
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